
Lower power consumption 
in no time

TS + | The electrothermal actuator
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The new TS+ electrothermal actuators are the logical further development of the proven and 
reliable TS actuators. Now significantly smaller in size, the TS+ has the same technical features 
with the usual high quality standard.
The TS+ is robust and noise-free. The manual override enables simple installation and one-way 
emergency operation. The valve stroke indicator provides information on the operating status 
and stroke position at all times. The TS+ is available in 230 V and 24 V versions, both de-
energised and closed.
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Technical data:

Type TS+ 5.11/230 TS+ 6.11/24

Item number 0493 1001 1015 0492 1001 1015

Power supply 230 V~ 50 Hz 24 V

Switch-on current < 1 A

Power consumption 2,5 W

Thermal actuator open / close

Valve type de-energised closed

Connection cable 2 x 0.5 mm², 100 cm long (optionally any cable length), 
free cable end with wire end ferrules

Protection type IP 54

Protection class II

Stroke 4,5 mm

Connection dimension M 30 x 1.5 mm (as an option: M 28 x 1.5 mm)

Weight approx. 120g

Dimensions 46 mm Ø, 80,4 mm Height in open state

Storage  temperature –25 … 70 °C

Operating temperature 0 … 50 °C

§ Small, compact design
§ Unique adjustment mechanism
§ Water protection according to

protection class IP 54
§ Also suitable for overhead

mounting
§ Display of operating status and

and lifting position via window

§ Small diameter
§ Suitable without adapter for all valves

with M 30 x 1.5 mm (as an option M 28 x
1.5 mm and with 120 N closing force)

§ 230 V and 24 V versions
§ Low power consumption

Application and function

Dimensions
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