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• Optimum readability thanks to large display with backlighting
• Single-line text display for self-explanatory operation
• Optimum start function
• Ideal for the combination of hot water underfloor heating

and tiled stove
• Load interruption for electric underfloor heating systems in

accordance with EN 50559

• Complies with the requirements of ErP 2015/1188
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FIT
The energy saver



FIT Customised and energy-saving heating

User settings for customisation 
to personal habits

Energy optimisation
•  Preset and customisable lifestyle time programmes
•  Optimum start (temperature is reached at the set time)
•  Holiday function with date display (date from / to)
•  Separate programme for holidays at home or special days such as illness
•  Short-term timer (party) for hourly temperature changes
•  Energy consumption display for electric heaters (switch-on time x costs) for the last 2 days, last 

week, month or year
•  Temperature setting range can be limited
•  Automatic summer/winter time changeover
•  Customisable temperature display
•  Function for switching off the controller
•  Frost protection

Simple operation 
•  Very large display with backlighting
•  Single-line text display for self-explanatory operation
•  Real-time clock
•  Programmable with the control panel removed
•  Max. 9 switching times per day (setting can also be cancelled after a switching time)
•  Block formation of switching times: each day individually, working/rest days, all days the 

same
•  Various user languages can be set
•  Child lock
•  Separate resetting of user and installer settings

Also available as an economical FITnp variant without programming function. Further information 
at www.eberle.de.

Holiday function with date specification (from / to) 

Special features 
The tiled stove controller. Maintaining the minimum basic heat with the FIT 3L:
Additional heat sources such as solar radiation or tiled stoves cause the room temperature to rise quickly 
and conventional temperature controllers switch the heating off as a result. As the heating-up times are 
usually quite long, especially with hot water underfloor heating systems, this leads to relatively low floor 
temperatures and possibly cold feet. The minimum limitation of the FIT prevents the floor from cooling 
down too much, a basic heat is maintained in the floor. This minimum temperature can be set individually.

© www.hark.de

At-home function for special 
days such as holidays, at home or 

illness

If you want to protect the climate 
and your wallet as a builder or 
renovator, you need to address the 
question of where and how you 
can save energy and therefore 
money in the long term.

By using the latest control 
technology, large savings can be 
achieved at minimal cost. For this 
reason, we have developed the FIT® 
clock thermostat for controlling the 
temperature in individual rooms.



Areas of application
• Room heating (remote sensor can 

be connected as an option)
•  Electric underfloor heating/

temperature control
•  Room heating via floor

(minimum and maximum limitation)
e.g. tiled stove controller or electric 
room heating

•  Can be used for ‘heating only’ or 
‘cooling only’

•  Heat pumps with heating and 
cooling function in conjunction with 
heating/cooling distributor strip
(EV 230 H/K...)

Large display with backlighting Printing 
with weekdays on request

Different languages can be set 

Simple customisation to your application
•  PWM or ON/OFF control method
•  Cycle time (PID with PWM), hysteresis and minimum switch-on/switch-off time (2-point) 

adjustable
•  Maintaining the minimum base heat (tiled stove controller FIT 3L)
•  Limitation of the floor temperature to a maximum and/or minimum value, with 

simultaneous control of the room temperature (FIT 3L limiter variant)
•  Switch-on delay, e.g. for burners (with 2-point control)
•  Adaptation to de-energised open or closed valves
•  Valve protection (for room and limiter variants)
•  Variants with relay NO contact or changeover contact
•  Load interruption for electric underfloor heating systems in accordance with EN 50559
•  Complies with the requirements of ErP 2015/1188
•  Wallpaper equalisation
•  10-year power reserve
•  Outstanding design
•  Dimensions 50 x 50 mm (control panel)

FIT The new flush-mounted thermostat from EBERLE

Variants
Features FIT 3Rw FIT 3R FIT 3F FIT 3L FIT 3U

Room controller 
(remote sensor optionally connectable) 
Temperature 5 ... 30 °C

Floor controller 
	 10 ... 40 °C

Room temperature controller with limiter function 
also ideal in conjunction with tiled stoves 
	 Room 5 … 30 °C 

Floor 10 … 40 °C

Valve protection, switchable

Switching contact, relay with Change-over closing contact closing contact closing contact closing contact

Room heating (remote sensor can be connected as an 
option)

Electric underfloor heating/temperature control 

Electric room heating via floor (limiter)

Underfloor and convector heating systems 

Room cooling

	 Display colour blue 
Display colour white

527 8203 55 100 
527 8204 55 100

527 8103 55 100 
527 8104 55 100

527 8123 55 100 
527 8124 55 100

527 8133 55 100 
527 8134 55 100

527 8143 55 100 
527 8144 55 100
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The website www.eberle.de offers regularly updated, customer-orientated information on solutions and products. 
The Eberle newsletter is designed to keep our installers and distributors up to date with the latest developments 
and product applications.

EBERLE Controls GmbH | Klingenhofstraße 71 | D-90411 Nuremberg | T (0911) 56 93-0 | F (0911) 56 93-536 
E-Mail: info@eberle.de | www.eberle.de

Variants for all applications

Technical data
Order description FIT 3Rw FIT 3R FIT 3F FIT 3L

Voltage supply 230 V AC 50 (195…253 V)

Temperature setting range 5 °C ... 30 °C; 
0.5 °C resolution

10 °C ... 40 °C; in 
0.5 °C resolution

5 °C ... 30 °C; 
0.5 °C resolution

Temperature display 0.1 °C resolution

Display language German, English, French, Dutch (other languages on request)

Output, relay (non-insulated) change-over closing contact

Switching current max. Heating 5 (2) A
Cooling 1 (1) A

10 (4) A 16 (4) A 10 (4) A

Output signal -  Pulse width modulation (PWM), adjustable cycle time
-  2-point (on/off), hysteresis and minimum on/off time adjustable

Minimum switching time 10 minutes

Accuracy <  4 min / year

Power reserve ~ 10 years

Remote sensor (can be extended up to 50 m) optional yes yes

Ambient temperature Operation 0 °C to 40 °C (without condensation)

Protection type IP 30

Protection class II

Weight ~ 100 g ~ 280 g ~ 280 g

FIT 3U

FIT 3R, -3F, -3L

Circuit diagram
FIT 3Rw 
Use with heating/cooling 
manifold (EV 230 H/K...)

Dimensions Remote sensor F 193 720
Included with -F and -L variants, length 4 m

Remote sensor F 190 021
Accessories for -R variant (75 x 75 x 25.5 mm)
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